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GENBOY MAKINA

URUN KATALOGU

PRODUCT CATALOG

Endiistriyel Gida Makineleri



Hakkimizda,

Genboy Makina izmir/Tirkiye'de yerlesik, gida
isleme makineleri Ureten bir isletmedir.
Uretimimizde kuru meyve-sebze kiip kesim
makineleri, taze domates dilimleme makineleri, tepsi
yikama makineleri ve tamamlayici

ekipmanlar yer almaktadir.

40 yil Gzerinde makine Uretimi tecrlUbesiyle 2013
yilinda Genboy Makina olarak

markalasmis olan firmamiz, sahip oldugdu sertifikala-
riyla dinya genelinde cesitli Ulkelere ihracat gercek-
lestirmektedir.

Dinamik ekibi ve is ortaklariyla olan siki is birligi
Genboy Makina'nin ulusal ve uluslararasi pazarda
glculne glc katmaktadir. Marka degeri ve pazarla-
maya blyUk édnem vererek, araliksiz stren ar-ge
calismalarimizla

sUrdurdlebilir blyUmeyi saglamak

misyonumuzun temelini olusturmaktadir.

Uber Uns,

Genboy Makina ist ein Unternehmen mit Sitz in
|zmir, TUrkei, das auf die Herstellung von Maschinen
fur die Lebensmittelverarbeitung spezialisiert ist.
Unsere Produktpalette umfasst Wirfelschneider fur
getrocknetes Obst und Gemuse, Schneidemaschi-
nen fur frische Tomaten, Tablettspllmaschinen
sowie ergadnzende Ausrlstungen.

Mit Gber 40 Jahren Erfahrung im Maschinenbau
wurde unser Unternehmen 2013 unter dem Namen
Genboy Makina zur Marke und exportiert seither mit
seinen zertifizierten Produkten in zahlreiche Lander
weltweit.

Unser dynamisches Team und die enge Zusamme-
narbeit mit Geschéaftspartnern starken die Position
von Genboy Makina auf nationalen und internatio-
nalen Markten.

Der Aufbau eines nachhaltigen Wachstums bildet
das Fundament unserer Mission, wobei wir grof3en
Wert auf Markenbildung, Marketing und kontinuier-
liche Forschung und Entwicklung legen.

About Us,

Genboy Makina is a company based in Izmir,
Turkey, specialized in the production of food
processing machinery.

Our product range includes dried fruit and vegetab-
le dicing machines, fresh tomato slicing machines,
tray washing machines, and complementary equip-
ment.

With over 40 years of experience in machinery
manufacturing, our company was branded as
Genboy Makina in 2013 and has been exporting to
various countries worldwide with its certified
production standards.

Our dynamic team and strong collaboration with
business partners further strengthen Genboy
Makina’s position in both national and international
markets.

By placing great importance on brand value and
marketing, our ongoing R&D efforts form the
foundation of our mission: to ensure sustainable
growth.
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DRIED FRUIT & VEGETABLE CUBE CUTTING MACHINE

KURU MEYVE & SEBZE
KUP KESME MAKINASI

Kuru meyvelerin en verimli sekilde kesilebilmesi icin nem orani %15 - 22 arasinda olmalidir.
Yapiskanl yiksek meyvelerin kesimi sirasinda bicaklara yapismanin énlenmesi icin

pirinc unu kullanilabilir

To achieve the most efficient cutting of dried fruits, the moisture content should be
between 15% and 22%. Rice flour can be used during the cutting of sticky, high-sugar fruits
to prevent them from sticking to the blades.




GENBOY

b

TEKNIK OZELLIKLER
TECHNICAL SPECIFICATIONS

Krom Profil / 40 mm x 60 mm Chrome Profile / 40 mm x 60 mm
Motor Glicli / 1,1 kW x 3 adet Motor Power / 1,1 kW x 3 pcs

Rediktor / WHD Reducer Gearbox/ WHD Reducer
63 Govde i-100 (2 adet) 63 Body i:100 (2 pcs)
63 Gévde i:7,5 (1 adet) 63 Body i:7,5 (1 pcs)

Hiz Kontrol Unitesi / 1,5 kW x 3 adet Speed Control Unit /1,5 kW x 3 pcs
Motor / AEMOT 220 kW Motor / AEMOT 220 kW

Makine Olgtileri / Genislik : 1000 mm Dimensions /  Width : 1000 mm
Uzunluk : 2500 mm Length : 2500 mm
Yiikseklik : 1350 mm Height : 1350 mm
Agirik : 580 kg Weight : 580 kg

Uretim Kapasitesi / Production Capacity /
5 mm x 5 mm Bigak : 220 kg / saat 5 mm x 5 mm Knife : 220 kg / hour
8 mm x 8 mm Bigak : 320 kg / saat 8 mm x 8 mm Knife : 320 kg / hour
10 mm x 10 mm Bigak : 420 kg / saat 10 mm x 10 mm Knife : 420 kg / hour

L

*%100 Paslanmaz Govde *%100 Stainless Steel

*Girig Uranu *Cikis Urana
MM Genboy Gida Makineleri
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FRESH TOMATO SLICING MACHINE (SLICER)

Uretilen domates cesidine 6zel olarak hazirlanan yatak &lctleri, her capta domatesin
dilimlenmesine olanak saglar. C6zUm ortagdiniz olarak, Uretim kapasitenize gbre istediginiz
saylda domatesi tek seferde kesmek Uzere makine kapasitesini belirleyebiliriz.

The specially prepared bed dimensions for the type of tomato being processed allow for
slicing tomatoes of all diameters. As your solution partner, we can configure the machine capaqgit
according to your production needs to slice the desired number of tomatoes in a single operatipi.

— e

> YAS DOMATES DIiLIMLEME MAKINASI

FRESH TOMATO SLICING MACHINE ( SLICER)

————
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TEKNIK OZELLIKLER
TECHNICAL SPECIFICATIONS

Mil 100mm Cap / Vurus 200 Bar Ust
Dilimleme Pistonu (Pnématik)

Vurus 40mm Cap / *400 Bar Tasiyici
Band Pistonu (Pnématik)

Rediiktor / WHD Reducer
63 Govde 1,1 kW (1 adet)
50 Gévde 0.37 kW (2 adet)

Motor / AEMOT 380 kW

Makine Olguleri / Genislik : 2500 mm
Uzunluk : 6000 mm
Yiikseklik : 2200 mm
Agirlik : 2000 kg

Uretim Kapasitesi / Ozel Géziimler
208 Yatakli
456 Yatakh

*%100 Paslanmaz Govde

A AN Genboy Gida Makineleri

YAS DOMATES
DILIMLEME MAKINASI

AIS| 304 Stainless Steel
Antibacterial Polyurethane (PU) Conveyor Belt,

AISI 304 Paslanmaz Krom
Antibakteriyel PoliGretan Band PU
Polietilen Baski Kaliplari

4 Adet Oynak Kilitlenebilir Tekerlek

Polyethylene Molds

Shaft 100mm Diameter /
Stroke 200 Bar For Upper - Slice Piston

Vurus 40mm Cap / *400 Bar For Belt
Conveyor Piston (Pneumatic)

Gearbox / WHD Reducer
63 BO?’ 1,1 kW (1 pcs)
50 Body 0,37 kW (2 pcs)

Power / AEMOT 380 kW

Width : 2500 mm
Length : 6000 mm
Height : 2200 mm
Weight : 2000 kg

Dimensions /

Production Capacity / Custom
208 Moulds
456 Moulds

*%100 Stainless Steel

4 Lockable Swivel Casters

Adjustable Conveyor Speed
Digital Display Panel
Stainless Steel Blade

Avyarlanabilir Bant Hizi
Dijital Gésterge Ekrani
Paslanmaz Krom Bicak
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TRAY WASHING MACHINE

Tepsi yikama makinesi, 2 tepsi kapasiteli, ayarlanabilir tagiyici band hizi ile tepsinin
kirliligine gére kapasitenizi kendiniz belirleyin.

With a capacity of 2 trays and an adjustable conveyor belt speed, you can determine
your capacity based on the level of tray contamination.

TEPSi YIKAMA MAKINASI

TRAY WASHING MACHINE

L
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TEKNIK OZELLIKLER
TECHNICAL SPECIFICATIONS

Yikama Motoru: 7,5 kW (2 Adet) Washing Motor: 7.5 kW (2pcs)

Band Rediktéri: 0,75 kW (1 Adet) Conveyor Gearbox: 0.75 kW (1 pcs)
Elektrik Glcu: 380 kW Power Supply: 380 kW

4 Adet 160 Bar Puskurtlcu Baslik 4 x 160 Bar Spray Nozzles
2 Adet 180 Bar Rotex Pompa 2 x 180 Bar Rotex Pumps

Makine Olgiileri Machine Dimensions
Genislik: 1000 mm Width: 1000 mm
Uzunluk: 3500 mm Length: 3500 mm

Yikseklik: 2200 mm Height: 2200 mm

Agirhk: 1000 Kg Weight: 1000 Kg

Kapasite Capacity

6 tepsi / dak. 6 trays / min

Ayarlanabilir Band Hizi Adjustable Conveyor Belt Speed

AlSI 304 Paslanmaz Krom AISI 304 Stainless Steel
4 Adet Oynak Kilitlenebilir Tekerlek 4 Lockable Swivel Casters

1Ton Su Kapasiteli 1Ton Water Capacity

A AN Genboy Gida Makineleri

TEPSI YIKAMA
MAKINASI

Tepsileri yikamadan énce dezenfektan ve deterjanli su puskirtme yapilmasi ve en az 10 dakika
bekletilmesi, yikama verimini artiracaktir. 1 ton su alabilen su tanki mevcuttur.

Spraying the trays with disinfectant and detergent water and letting them sit for at least 10 minutes
before washing will improve cleaning efficiency.Tray Washing Machine includes 1 ton water tank.

1
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BENMARI PISIRME KAZANI

Benmairi tipi pisirme kazani kubbe tipte olup bombelidir.

Urtinler ortam basinciyla pisiriimektedir.

Cok yuksek kapasiterde olmayan trinelerde kullanilir.

ic gévde ic bombe arasi kisimda U sanimla buhar cidari olugturulmustur.
Kazanin yere paralel iki tarafinda yataklanarak bir tarafina motor takilarak
devirme igslemi bunun sayesinde gergeklestirilir.

Kazanin tst tarafina karistirma motoru baglanip ve kanat tipi bir karigtirma gurubu vardir.
Malzeme AISI 304 kalite paslanmaz geliktir.

Buhar giris ve ¢ikisi fleks borular ile yapilir.

Buhar girisinde kiiresel buhar vanasi mevcuttur.

Kazan da kullanilacak olan buhar basinci max. 3 bar olmaktadir..

Kazan asir basinca karsilik emniyet sibobu ile korunacaktir.

BAIN-MARIE COOKER

The kettle is dome-shaped with a convex bottom.

Products are cooked under atmospheric pressure.

It is typically used for medium or low-capacity production.

A steam jacket is formed by U-shaped coils located between
the inner vessel and the outer shell.

The kettle is supported on both sides parallel to the ground and
is equipped with a motorized tilting mechanism on one side
to allow for easy discharge.

A mixing motor is mounted on the top of the kettle, operating
a paddle-type agitator for uniform mixing.

The material is made of AISI 304 grade stainless steel.

Steam inlet and outlet are connected via flexible hoses.

A ball-type steam valve is installed at the steam inlet.

The maximum working steam pressure is 3 bar.

The kettle is protected against overpressure with a

safety relief valve.

GENBOY
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RE-COMBINE MILK PLANT

KOMBINE SUT
TESISI

FULLY AUTOMATIC MAYONNAISE LINE

TAM OTOMATIK

AUTOMATIC OIL AND BRINE FILLING MACHINE

OTOMATIK YAGY sAl
DOLUM MAKINAS \ Ij
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GENBOY MAKINA
GIDA TEM. HIZ. TAS.
SAN VE TIC. LTD. STI

7 Eylul Mah. 5526 Sok.
No: 14 Torbali [ izmir [ Turkey

+90 232 853 32 02

bilgi@genboymakina.com
www.genboymakina.com




